
 

 

 
 

GL SpectroSoft Report 

Lighting Research & Measurement Center 
 

Spectrum 
 

 
 

Measurement name: B6244_D_20260811_R_S 
Measurement time: 2026-08-11 12:36:43 
Report time:  2026-08-12 
Device:   GL SPHERE 2000 SPECTIS 1.0 VIS 
Power source:  IT6333B DC ITECH 
Ambient Temperature: 26.2 [C]  

 

Client name: LED line PRIME 
Model name: Taśma LED 360 COB 24V 4000K 10W  
IP66 DIGITAL SPI WS2811 10mm 5m 780lm/m PRIME 
Item No: 217898 
Serial No.: 06904 

Made by: Radosław Kośnik 
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CIE 1931 2˚observer 

x 0.3706 

y 0.3713 

u' 0.2208 

v' 0.4977 

L 100 

a 8.23 

b 27.79 

X 768.95 

Y 770.38 

Z 535.49 

Other 

CCT [K] 4241 

Chromaticity Error 0.002 

Color Peak 450.68 

Color Peak Value 14.9227 

Color Dominant 577.8 

Luminous Flux [lm] 770.38 

Purity 0.226 

Radiometric 2.5634 

PAR  

PPFD  

Luminous Efficacy 73.42 lm/W 

Power [W] 10.4924 

Power Factor -  

Current [A] 0.43718 

Voltage [V] 24  

Duv  

Rendering Indices 

Ra 92.0 

R1 93.0 

R2 94.3 

R3 93.8 

R4 93.3 

R5 91.7 

R6 91.0 

R7 94.3 

R8 84.9 

R9 59.0 

R10 84.8 

R11 93.2 

R12 67.8 

R13 93.6 

R14 96.1 

CIE 1964 10˚observer 

x 0.3756 

y 0.37 

u' 0.2246 

v' 0.4978 

L 100 

a 11.54 

b 27.56 

X 835.04 

Y 822.49 

Z 565.69 

Metamerism Indices 

Mivis 1.5 

Miuv 3.9 
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